· Prices quoted include all standard wall brackets and air-vents.  Anti-lift brackets are available for some of our ranges at an additional cost.  Price on application.
· Thermostatic and Lockshield radiator valves are not included in this above quotation.
· If required we can supply the Danfoss Angled (for ABCD tappings) or Straight (for bottom EF tappings) RAS D2 TRV and Lockshield Kit at an extra £35 per set.
· For radiators with hidden rear connections – UR – please consult us for the alternative TRV control options available.
· Radiators are finished in our standard White RAL 9010 Gloss finish.
· Floor mounted radiators above 800 mm high (from floor to top of radiator) require a top fixing restraint.
· Prices include standard tappings.  Special tapping configurations will incur an additional charge – price on application.
· ABCD tappings are standard for Plan, Fionia, P5, P200 and all RioPanel radiators.
· EFp underside tappings (flow at Right Hand Side) is standard for all vertical radiators.
· For non-stock items - we require customer confirmation on positions of flow and return.
· ¾” (20 mm) or 1” (25 mm) tappings are not available but we can supply adapters to suit at an extra £6.90 per adapter.
· Radiators are pressure tested to 10 bar.
· Please ensure we have interpreted your requirement correctly and contact your Area Sales Manager should you need any changes made to your quote.
